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overview
Compact, totally enclosed combined digital pressurisation 
units. System fluid is sampled from the system, isolated and 
subjected to a full vacuum. All dissolved air within the sample 
is liberated in accordance with Henry’s Law and vented 
to atmosphere. The deaerated fluid is then reintroduced 
to the system. This process is automatically repeated and 
controlled with a digital processor. A turbo mode is available 
for initial system setup to allow for rapid deaeration of new 
installations.

The real-time display shows the status of the mechanical 
components. 

The ProVDG are compact, totally enclosed combined digital 
pressurisation units wit h vacuum degasser for use on sealed 
systems in order to provide a minimum system pressure 
requirement and effective dissolved gas removal. 

application
Commercial and Industrial..

System Volume (Guide): < 300,000 litres 

advantages
Product Features

• For system volumes up to 300,000  litres.

• Double pump (for duty/standby configuration).

• Fluid Protection Category 5 (AB Weir Overflow).

• Onscreen Service Reminder - 12  Months.

• Individual controllers for pressurisation and degassing 
function.

• Vacuum degassing, turbo and normal interval modes.

• Electric pump 415V  50Hz  3ph.

• Colour: ProVDG: Black (ral 9005).

• MODBUS RTU Communication Protocol.

• System fill mode.

• Password protected.

• Pressure setting in 0.1  bar increments.

• Sequential programming menu.

• Pump pulse option.

• Flood Protection (Pump Runtime Limiter, Excessive Start 
Alarm).

• Event logging: Alarm activations, Pump Run counter 

(activations per pump), Cumulative run timer (hours per 
pump), Electrical interuption.

• Volt free contacts: Common Alarm (n/c), High Pressure 
Alarm (n/o), Low Pressure Alarm (n/o), Sensor Health 
(n/o), Pump 1  Health (n/o), Pump 2  Health (n/o).

• Optional Additional Volt Free Contacts: Low Pressure 
Warning (n/o), High Pressure Warning (n/o), Low Water 
In Break Tank (n/o), Low Additive In Holding Tank (n/o), 
Pump 1  Run For Topup (n/o), Pump 2  Run For Topup 
(n/o).

technical specifications
Operating Conditions:

• System temperature range at point of connection:  
5 °c / 70 °c.

• Ambient temperature range: 5 °c / 40 °c.

• Safety rating: IP 54.

• Maximum Turbo Runtime: 168  hours (1  week).

• Maximum Normal Downtime: 180  minutes (3  hours).

• Relative humidity 95% non-condensing.

• Noise Rating Data: < 75 dBA. 
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3760 ProVDG 2uhp, Floor Standing Digital 
Pressurisation Units - Twin Pump

Certifications and Standards Applied:

•  ped 2014/68/eu Sound Engineering Practice.

•  iee - Electrical Safety Guidance.

•  emc 2004/108/ec.

•  bs 7074 Parts 1 to 3.

•  Machinery Directive 95/16/ec

•  Electronic Components have been tested and comply with 
the emc Directives.

•  en 61000-6-2: Generic Standards – Immunity standard for 
industrial environments.

• en 61000-6-3: Generic Standards – Emission standard for 
residential, commercial and light industrial environment.

•  ce marked components, where applicable.

•  WRAS Approved float valve to bs1212 part 2.

•  ip54 (bs en60529) rated controller.

Material of Construction:

• Cabinet: Mild steel cr4.

• Float: WRAS Approved Beta Side Entry..

• Break Tank: WRAS Approved Polypropylene.

• Connection: Brass / Polypropylene.

• Cylinder: Stainless steel 304 .

• Pump: pedrollo  (Unit dependant. See pump details for 
more information).

• Valves: Brass.

• Connection: Brass / Polypropylene.

• Pipework: Braided Flexhose / epdm / Copper.

• Finish: Powder coated.

Description 3760 2uhp Floor standing pu

Order Code 9979040-021

Model 3760 ProVDG 2uhp

Pump quantity 2

Mounting Floor

Pressure rating [PN] 16

Connections 

System (mm) - 2 × 15 (K")

Mains Supply (mm) - 15 (K")

Overflow (mm) - 22

Max. Delivery Pressure (bar) 13.6

Operating Pressure (bar) 8-16

Power Consumption (kW) 2 × 2.2

Full Load Current (A) 2 × 6.6
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 dimensions

Type
dimensions (mm)

a b c d e f h k m n

3760 ProVDG 2uhp 660 470 1090 500 150 800 370 690 740 -

classification general data

Product Name 3760 ProVDG 2uhp

Brand Armstrong

Product Type
Floor Standing Pressurisation 
Unit with Vacuum Degassing

Product Number 9979040-021
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a r m s t r o n g flu i dt ec h n o lo g y. co m
a r m s t r o n g flu i d t ec h n o lo g y ®   
established 1934

b a n g a lo r e 
#18, lewis workspace, 3rd floor, 
off millers - nandidurga road,  
jayamahal cbd, benson town,  
bangalore, india  560 046
+91 80 4906 3555

m a n c h e s t e r
wolverton street, manchester
united kingdom, m11 2et
+44 161 223 2223

b u f fa lo
93 east avenue, north 
tonawanda, new york, 
u.s.a . , 14120-6594
+1 716 693 8813

t o r o n t o
23 bertrand avenue, 
toronto, ontario,  
canada, m1l 2p3
+1 416 755 2291

s h a n g h a i
unit 903, 888 north sichuan rd.
hongkou district, shanghai
china, 200085
+86 21 5237 0909

s ão pau lo
rua josé semião rodrigues 
agostinho, 1370 galpão 6 embu 
das artes, sao paulo, brazil
+55 11 4785 1330

b e i j i n g 
room 1612, nanyin building no.2 
north east thrid ring road 
chaoyang district, beijing, 
china 100027
+86 21 5237 0909

d r o i t w i c h s pa
pointon way, stonebridge cross  
business park, droitwich spa,  
worcestershire,  
united kingdom, wr9 0lw
+44 121 550 5333

j i m b o l i a
str calea motilor nr. 2c
jimbolia 305400, jud.timis
romania
+40 256 360 030

f r a n k f u r t 
westerbachstrasse 32, 
d-61476 kronberg im taunus
germany 
+49 6173 999 77 55

d u b a i
jafza view 19, office 402 
p.o.box 18226 jafza,
dubai - united arab emirates
+971 4 887 6775

lyo n
93 rue de la villette
lyon, 69003 france
+33 4 26 83 78 74


