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NUMBER DESCRIPTION 
1 MOTOR 
2 KEY 
3 LOCK WASHERS 
4 CAP SCREWS - STUFFING BOX 
5 COUPLING 
6 CAP SCREWS 
7 STUFFING BOX COVER 
8 PACKING 
9 CASING 

10 SHAFT 
11 BEARING 
12 ADAPTOR  
13 IMPELLER 
14 GASKET - BOTTOM COVER 
15 SUCTION COVER 
16 CAP SCREW - BOTTOM COVER 
17 CAP SCREW - COUPLING 
18 NUTS 
19 GASKET - TANK 
20 TANK 
21 FLOAT SWITCH -TYPE 1 
22 ALTERNATOR - TYPE 1 
23 SIGHT GLASS - OPTIONAL 

When removing coupling, the pump 
shaft will drop until the impeller is 
resting upon the inner surface of the 
pump cover. To ensure the proper 
impeller clearance when replacing 
coupling, make certain that the 
bottom of the impeller hub is exactly 
even with the bottom edge of the 
pump cover opening. 

POSITIONING IMPELLER 

WASHER 

BOLT 

BEARING 
BEING 

INSERTED 

SPACER 

FINAL 
POSITION 

FOR BEARING 

REPLACING LOWER BEARING 

FILE NO.:   45.80 
DATE: MAY. 15, 1997 
SUPERSEDES: F46.50 
DATE: APRIL 1, 1996 

TYPICAL SECTION OF UNICON PUMP & ACCESSORIES 
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