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t ypic al  specific ation                                            

quantity tag no. model no. comments

Furnish and install on the plans and described herein, a 
Armstrong das Dirt & Air Separators as manufactured by 
Armstrong Company. Each separator must be designed with 
a blowdown valve, skim valve, and automatic air vent. The 
separator must also utilize in its design a stainless steel co-
alescing medium to aid in the separation of dirt and air in the 
system entrained water. The separator must be constructed 
in accordance with the latest revision of the asme boiler and 
pressure vessel code and stamped 125 psi working pressure.

Each separator shall be Armstrong model das-24 or  
approved equal.

ma ximum oper ating conditions                                                   

Working temperature: 250°f (121°c)

Working pressure: 125 psig (862 kpa)

dirt &  air  separ ator applic ations                                            

Armstrong das series Dirt & Air Separators are designed to
eliminate entrained air and separate debris associated with
start-up and maintenance of any hydronic system. The 
design incorporates a skim valve, used to eliminate float-
ing debris, a removable end cover for coalescing medium 
access, and an air vent to automatically release air from the 
separator. The design and construction conforms to asme 
Section viii, Div.1

Shell: Carbon steel  

Coalescing medium: Stainless steel

Blow-down valve (optional): Bronze

Skim valve (optional): Bronze

Vent (optional): Stainless steel

materials  of  construction             

flow/pressure performance data                                                          
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Dirt & Air Separators 
Models das-24

model flange 
size flow gpm a b d h w weight

USgpm (L/s) inches (mm) lbs.(kg)

das-24 24" 8500 (536.3) 44.00 (1118) 8.63 (219) 48.00 (1219) 88.00 (2235) 60.00 (1524) 3400 (1542.2)

Note: All dimensions are in inches (mm) and weights are in lbs. (kg).

dimensions and weights
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