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• Dimensions are not to be used for construction purposes 
unless certified. 

• Data subject to change without notice.
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pump g - dimensions inches (mm)
model fr ame

254/256 284 /286 324 /326/364 /365/404 /405 4 4 4 /4 45

4×3×9 PF* 46.3 (1174.8) 50.3 (1276.4) 53.0 (1346.2) —

5×4×9  PF — — 53.0 (1346.2) —

6×5×9 PF — 50.3 (1276.4) 53.0 (1346.2) —

4×3×10 PF — 50.3 (1276.4) 53.0 (1346.2) —

5×4×10 PF — — 53.0 (1346.2) 61.0 (1549.4)

6×5×10 PF — — 53.0 (1346.2) 61.0 (1549.4)

8×6×18 PF — — 53.0 (1346.2) 61.0 (1549.4)

motor dimensions inches (mm)
frame f ma x h ma x

254/256 41.0 (1041.4) 9.6 (244.5)

284/286 41.5 (1054.1) 13.1 (333.4)

324/326 49.1 (1247.8) 14.1 (358.8)

364/365 49.1 (1247.8) 15.1 (382.6)

404/405 49.1 (1247.8) 18.0 (457.2)

444/445 51.8 (1314.5) 19.6 (496.9)

pump dimensions inches (mm) weight 
model a b c d e lbs (kgs)

4×3×9 PF* 4.0 (101.6) 3.0 (76.2) 13.5 (342.9) 12.0 (304.8) 9.5 (241.3) 1874 (850)

5×4×9  PF 5.0 (127.0) 4.0 (101.6) 17.1 (434.6) 13.4 (340.1) 13.3 (336.6) 1984 (900)

6×5×9 PF 6.0 (152.4) 5.0 (127.0) 18.5 (469.9) 14.5 (368.3) 13.5 (342.9) 2094 (950)

4×3×10 PF 4.0 (101.6) 3.0 (76.2) 13.5 (342.9) 12.0 (304.8) 11.0 (279.4) 2094 (950)

5×4×10 PF 5.0 (127.0) 4.0 (101.6) 16.0 (406.4) 15.0 (381.0) 13.5 (342.9) 2315 (1050)

6×5×10 PF 6.0 (152.4) 5.0 (127.0) 18.5 (469.9) 15.0 (381.0) 13.0 (330.2) 2315 (1050)

8×6×18 PF 8.0 (203.2) 6.0 (152.4) 27.0 (685.8) 21.8 (552.5) 16.5 (419.1) 2866 (1300)

motor data

pump data

note:   Design Envelope Fire pump unit is utilizing 4×3×9pf  pump which is ul  listed   
all other models are pending approval.


