
Job:             

                                                           

Engineer:                                                                                

Contractor:                                                                                 

Representative:                                                              

Order no.:                     Date:                           

Submitted by:                     Date:                                        

Approved by:                     Date:                           

pump design data                                            
Flow:                                   

Head:                                                     

engine design data

hp:                                              rpm:                                 

Bat. Voltage:                             Tank size:                                         

Other:                                   

fl ange r ating

 ansi 125# std1

 ansi 125# Suction
 250# Discharge

 ansi 250#

 pn 16

accessories

•	 Exhaust system
•	 Fuel system
•	 Cooling system (mounted on engine)
•	 Battery system

notes

fire  pump listing

1 Std. Discharge flange thickness ansi 250#.
2  Coupling guard not shown.
3  All dimensions for engine connections are with reference 

to engine manufacturer’s installation drawings.
4  Do not use for construction unless certified.
5   Right hand rotation only.
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 ulc
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HORIZONTAL SPLIT C A SE PUMP  |  SERIES 4600F | 
DIESEL DRIVEN |  6×5×10F |  S U B M I T T A L
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submittal Series 4600f Horizontal Split Case 
Diesel driven

b i r m i n g h a m

b u f f a l o

t o r o n t o

m a n c h e s t e r

b a n g a l o r e  

s h a n g h a i

s ã o  p a u l o

+91 (0) 80 4906 3555

+44 (0) 8444 145 145

+44 (0) 8444 145 145

+1 716 693 8813

+1 416 755 2291

+86 21 3756 6696

+55 11 4785 1330

a r m s t r o n g flu i dt ec h n o lo g y. co m
a r m s t r o n g flu i d t ec h n o lo g y   
established 1934

6×5×10f

2

6×5×10f horizontal split 
case diesel driven dimensions inches (mm) weight

c ha hb he hf hm z lbs (kg)

Clarke
ju4h series 86.02 

(2185)
32.00 
(813)

82.00 
(2083)

30.00 
(762)

39.00 
(991)

58.42 
(1484)

19.25 
(489)

1940 
(880.2)

ju6h series 96.10 
(2441)

32.00 
(813)

95.00 
(2413)

30.00 
(762)

45.50 
(1156)

58.70 
(1491)

19.25 
(489)

2772 
(1257.4)

Cummins

cfp33 series 76.13 
(1934)

32.00 
(813)

82.00 
(2083)

30.00 
(762)

39.00 
(991)

41.66 
(1058)

18.38 
(467)

1746 
(792.0)

cfp59 series 87.45 
(2221)

32.00 
(813)

95.00 
(2413)

30.00 
(762)

45.50 
(1156)

47.44 
(1205)

19.25 
(489)

2460 
(1115.9)

cfp5e series 85.99 
(2184)

32.00 
(813)

95.00 
(2413)

30.00 
(762)

45.50 
(1156)

47.53 
(1207)

19.25 
(489)

2345 
(1063.5)

discharge 
5"suction

6"

he

24.00

ha
1.00

z

hm

c
max

6.00

2.00 øY
6 plcs

hb
hf

14.00
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