ARMSTRONG

n.on *1/2(13)
0 - T A
41'1/4(5) . 7:!:1/84(6) »B" +1/4(8)
(102) T
(225) .
& 4 i
| ra 1* ! 29
: J
.0 U2 | 7 i
+1/48) +1/4(6) -
EE{)“ T (51) 3 3/8—f=nt= 10 1/4 (181)
86 260
o y @ @ RE
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DIMENSIONS SHOWN AS: inches (mm) HOLES (TYP.) (64)
DIMENSIONS
EXCHANGER SIZE A B C D (@) [®)
+BAFFLE SPACING | inches | mm [ nches [ mm | inches | mm | inches [ mm | inches | mm | inches [ mm
W3T-RZ2-4*-3 29 1/8 | 740 14 3% |6 3/4 |11 26 660 3 76 3 76
W3T-83-4*-3 41 1/8 [1045| 26 | 661 |18 3/4 | 476 | 38 965 | 3 76 3 76
W3T-B4-4*-3 55 1/8 [ 1350 38 | 966 |30 3/4 [ 781 | 50 1270 3 76 3 76
W3T-B5-4*-3 65 1/8 [ 1654 50 1270 |42 3/4 | 1085 [ 62 1574 3 76 3 76
W3T-R6-4*-3 77 1/8 | 1959 62 1575 |54 3/4 | 139D 74 1879 3 76 3 76
W3T-B7-4*—3 80 1/8 [2264| 74 | 1880 |66 3/4 | 1695 | 86 2184 | 3 76 3 76
W3T-B8-4*-3 101 1/8 [ 2569 | 86 | 2185 |/8 3/4 | 2000 | 98 2489 | 3 76 3 76
W3T-B3-4*-3 13 1/8 [ 2874 93 [ 2490 |90 3/4 [ 2305 | (10 [2/9%| 3 76 3 76
W3T-B10-4"-3  [125 1/8 [ 3178 110 | 2794 [102 3/4 | 2609 | 122 |3098| 3 76 3 76
W3T-811-4*-3  [137 1/8 | 3483 | 122 | 3000 | 114 3/4 | 2014 | 134 | 3405| 31 76 3 76
W3T-BI2-4*-3__ |149 1/8 | 3788 | 134 | 3404 | 126 3/4 | 5219 | 146 | 3708 | 3 76 3 76
W3T-BI3-4*-3  [161 1/8 |4093| 146 | 3700 [138 3/4 | 3524 | 158 |4013| 3 76 3 76
W3T-BI4-4*-3  [173 1/8 [4398| 158 [ 4014 [150 3/4 [ 3829 | 170 [43(18] 3 76 3 76
NOZZLE SCHEDULE | NOTES: 1. SUPPORTS SUPPLIED ONLY IF SPECIFIED ON ORDER.
SERVICE |[MARK|  SHELL SDE  |MARK[  TUBE SDE | 2. NOZZLE SIZES SHOWN ARE RECOMMENDED FOR MAX,
EXCHANGER LIFE, NO EXTERNAL FORCES APPLY.
NET || QD | AS PER TABLE | @9 [ 2 (51) NPT 5. FABRICATED T0 ASME CODE SECTION Vil DIVISION. 1
QUILET || €2 | AS PER TABLE | @B) 2 (51) NPT AND LATEST ADDENDA.
ORAN || & | 12 0 NeT | @D | 1/2 (13) NPT 4. DRAWING IS NOT TO SCALE,
VENT || @ | 3/4 (19) NPT 5, ALL DIMN'S +1/8 (3) UNLESS QTHERWISE SHOWN,
DESIGN CONDITIONS CUSTOMER:
| SHELL | TUBES LOCATION:
DESIGN PRESSURE 150 PSIC| 1034 KPa |300 PSIG|2068 KPa ||  ENGINEER:
DESIGN TEMPERATURE 375 °F [ 191c | 375°F [ 181 || ORDER No.
MIN. DESIGN METAL TEMP.| 35 °F [ 12¢ | 35°F [ 17 PROJECT/JOB:
HYDRO. TEST PRESSURE [225 PSIC|1551 KPa [450 PSIC[3102 KPa || LOCATION:
CONTENTS WATER WATER TAG: (QUOTE # )
"E GA, 300 LB, W SERES AR M STU R ON G NUMBER REV.
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